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Product Information 

 

OPN-Spray grease white 
 

• bright high performance grease  

• water and temperature resistant  

• versatile applicable 

 

Properties: 
 

• protects against corrosion  

• temperature resistant from about -30°C to about +130°C  

 

Application Range: 
 

• adherent, bright grease for maintenance and repair, for industry, automotive and crafts  

• for metal, plastic and rubber lubrication  

• for use with plain bearings, springs, locks, joints, window mechanisms, chains, spindles, cams, bolts, 

etc. 

 

Application: 
 

Our information are recommendations based on our experience. We accept no liability for any damage 

without tests concerning suitability for the specific application, without preliminary trials and if the products 

is misused. Spray targeted from a distance of about 20 cm. 

Only for professional use! Always observe safety data sheet before use. 

 

Delivery information:  Art.-No. 61470 
 

Spray: 400 ml Content, Packing Unit: 12 Cans/Carton 

 

 

Observe the information on the label and of the EC-safety data sheet! 
 

 

 

 

 

 

 

 

 

 

 

 

 

Our technical information has been compiled carefully to the best of our knowledge. Because of the many 

possible influences during processing and use of the products they do not relieve the processor of its own, 

conscientious exams! A legally binding assurance of certain properties or of the suitability for a particular 

purpose can not be derived from our information. Existing laws and regulations must be checked and observed 

from the processor of our products before use in his own responsibility. 

 

All text passages are subject to the copyright of OPN-CHEMIE OTTO PETRI GmbH. 


